ALLECO STONE, LLC. - AGGREGATE PLANT CONTROL HOUSE

FLOOR PLANS REVISED: 11/5/99
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CHASE FOR MOTOR FEED LINES
32" WIDE x 8" HIGH EACH
(SEE SHEET A-10)

SECOND FLOOR LAYOUT (MOTOR CONTROL)

* ALL EXTERIOR WALLS = 8" CMU
* ALL INTERIOR WALLS = 6" CMU




ALLECO STONE, LLC. - AGGREGATE PLANT CONTROL HOUSE

FLOOR PLANS

REVISED: 11/5/99

NSTALL 4” TOE BOARD
ON LANDING PERIMETER
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\INSTALL POLE LIGHT
(STUB OUT W/ 1" PIPE IN FLOOR

FOR WIRING)
ROOF 1070
INSTALL POLE IJGHT\
20'-0"

10'-0"
o

12" x 24" SQUARE,
DUCTS

CONTROL MODULE

1-1/2" HAND RAIL

PIPING WITH 4" TOE BOARD
\INSTALLED AROUND PERIMETER

OF ROOF;

TOP OF RAIL: 43" ABOVE ROOF

S

CONTROL
/_ MODULE

' E &'—-0" /— RAILING
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MOTOR CONTROL ROOM

SECTION A—A
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20'—0" / 1

TWO 6" PIPES TO FORM HOLES IN FLOOR ’
FOR WIRING CONTROL MODULE
(ONE OPENING TO BE CAPPED FOR FUTURE USE)

THIRD FLOOR LAYOUT (CONTROL HOUSE/ROOF)

\—DUC'T FOR A/C IN

DUCT FOR A/C RETURN

MOTOR CONTROL

SECTION B-B
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ALLECO STONE, LLC.

AGGREGATE PLANT CONTROL HOUSFE

BUILDING SECTION/DETAIL SHEET

REVISED: 11/15/99

Eo

NOTES:

BLOCKS SHALL BE FILLED WITH ZONOLITE INSULATION
EQUAL

OR

SAFETY HANDRAIL TO BE INSTALLED ALONG STAIRWAY
INSTALL HVAC UNIT ON ROOF; CAPABLE OF COOLING
ENTIRE BUILDING WITH ELECTRICAL HEAT ELEMENT
DAMPERS TO BE INSTALLED TO REGULATE AIR

FLOW THRU DUCTS

PLACE 6 MIL POLY. MOISTURE BARRIER
ON TOP OF METAL FORMS AND UP CHANNEL
SIDE FORMS BEFORE CONCRETE IS PLACED

8" REINFORCED CONCRETE
w/ TROWEL FINISH
#5 BAR 1’ 0.C. EW

8" CHANNEL TO SUPPORT POUR
AND FOR WELDING RAILING ON ROOF

10" WELDED ANCHOR W/ 2"
HOOK INSTALLED; 4’ 0.C.

8" REINFORCED CONCRETE
W/ BROOM FINISH
#5 BAR 1”7 O.C. EW

/— 43" RAING

#4 VERTICAL REBAR GROUTED

/IN BLOCK WALL CORE — 4’ O.C.
BOND BEAM

3" CORRUGATED METAL DECK
FORM TO SUPPORT CONCRETE POUR;
USE TEMPORARY JACK POSTS

/_ BLOCK

/1 \ROOF DETAIL
a3/

/_ 4™ BLOCK

3" CORRUGATED METAL DECK
FORM _TO SUPPORT CONCRETE POUR;
USE TEMPORARY JACK POSTS

S/ [~———_BOND BEAM
BLOCK

8" CMU

/"2 \FLOOR DETAIL

FINISH GRADE

MOTOR CONTROL 10'—0" 10'-8°
(2
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* FINISH FLOOR SHALL BE
8" ABOVE FINISH GRADE

8" CMU

/—8' CONC. BLOCK

0'-10"

r —I 2'-0"

CLASS A CONC. — #5 REBAR IN
FOOTER AND 6 x 6 x 6/6 WWM
IN SLAB

FINISH GRADE

08"
|—
1'-4"

/"3 FOOTER DETAIL
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ALLECO STONE, LLC. - AGGREGATE PLANT CONTROL HOUSE

REST ROOM DETAIL

REVISED: 11/5/99

1-1/2" DRAIN
FROM SINK

FLOOR TO SLOPE TO DRAIN EXCEPT
FOR FLAT AREA AT WATER CLOSET;

/ 1/2" WATER SUPPLY

/

FLOOR DRAIN TO BE 1 1/2" LOWER

4" DRAIN TO DAYLIGHT

SINK DRAIN TO TIE IN
TO 4" WASTE LINE

"\

-

HOSE RACK
SINK

3/4" WATER SUPPLY

e

CEILING LIGHT SHALL BE HUNG
TO 8' ABOVE FLOOR ELEVATION

31/2
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4" WASTE LINE TO
—~—— SEPTIC TANK ©@ 1% | 3
L _ _ _ _ — __________
~ u
3/4" WATER |
SUPPLY —
TOILET TISSUE DISPENSER TO ||
BE MOUNTED 4’ ABOVE FLOOR -
3 1/2 x 3 FLAT AREA 1/2" WATER SUPPLY TO SINK ||
AROUND WATER CLOSET \_
—
PAPER |
— TOWELS |  |—
/ T\ REST ROOM DETAIL (PLAN) STORAGE
& 3/4" WATER SUPPLY TO BE MOUNTED —
ALONG WALL I
- HOSE
I~ RACK —
SINK ]
3/4" WATER FEED LINE TO SPLIT R
INTO 1/2" LINES INSIDE FOR SUPPLY TO -
SINK, HOSE AND TOILET 1 ||

AN 1-1/2" SINK DRAIN

gl _

FINISH GRADE

S,

Tl

DRAIN TO DAYLIGHT

WASTE LINE FROM SINK AND REST ROOM DETAIL

WATER CLOSET TO SEPTIC TANK

1

(S

REST ROOM SHALL HAVE A CAP POURED

ON TOP OF EXISTING CONCRETE SLAB WHICH
SHALL BE NO LESS THAN 8" THICK AT

WATER CLOSET AND EDGE OF WALL AND SHALL
SLOPE TO FLOOR DRAIN WHICH WILL BE 1-1/2"
LOWER (PREP FLOOR W/ BONDING AGENT)




ALLECO STONE, LLC. - AGGREGATE PLANT CONTROL HOUSE

ELEVATION VIEWS REVISED: 11/5/99

/ CONTROL MODULE

SAFETY HAND RAIL

REST ROOM

FINISH FLOOR
o
o
\ FINISH FLOOR
—— _i _______

T ] FINISH_GRADE

‘ \ il
J CONCRETE LANDING
CONCRETE STOOP SOUTH ELEVATION




ALLECO STONE, LLC. - AGGREGATE PLANT CONTROL HOUSE

10 X 20 CONTROL MODULE

REVISED: 12/10,/01

A/C UNIT

AR DUCT

WIRE_WAY
—

THIRD FLOOR LAYOUT (CONTROL HOUSE/ROOF)




ALLECO STONE, LLC. - AGGREGATE PLANT CONTROL HOUSE

ELECTRICAL PLANS REVISED: 11/5/99
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/—THRU 1" PIPE TO POLE LIGHT ON ROOF
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/__ CEILING LIGHT AND FLOOR DRAIN

TO BE CENTERED IN ROOM

FIRST FLOOR LAYOUT (STORAGE)

SECOND FLOOR LAYOUT (MOTOR CONTROL)

ELECTRICAL LEGEND

L] 600

N

CEILING MOUNTED LIGHT }@— WALL MOUNTED MOTION LIGHT
WALL MOUNTED LIGHT $ SINGLE POLE SWITCH
POLE MOUNTED LIGHT (H) DUPLEX OUTLET

2’ X 4’ CEILNG MOUNTED
FLOURESCENT FIXTURE




ALLECO STONE, LLC. - AGGREGATE PLANT CONTROL HOUSE

ELECTRICAL PLANS

REVISED: 11/5/99

WIRED DOWN THRU 1" PIPE TO SWITCH

/ IN MOTOR CONTROL ROOM
)

LIGHT POLE TO BE WIRED THRU
CONTROL MODULE AND TO
SAME SWITCH AS OTHER POLE
LIGHT

o\
\

A/C UNIT POWER TO BE WIRED \_lefq R ASIRING TO
ALONG ROOF OF BUILDING INTO
CONTROL MODULE AND DOWN IN THE
6" CHASE

THIRD FLOOR LAYOUT (CONTROL HOUSE/ROOF)




